
TRACTION DE LIGNE  
LINE PULL (LBS/KGS)

VITESSE DE LIGNE  
LINE SPEED FPM (M/MIN) MOTEUR / MOTOR (AMPS)

0 13.2FT (4.15M) 11A

500 (227) 10.2FT (3.1M) 32A

1000 (454) 8.4FT (2.57M) 32A

1500 (680) 6.7FT (2.05M) 62A

2000 (907) 4.0FT (1.21M) 82A

2500 (1134) 3.2FT (0.96M) 118

3000 (1361) 2.7FT (0.83M) 133

COUCHE / LAYER TRACTION DE LIGNE  
 RATED LINE PULL (LBS/KGS)

CORDE TOTAL SUR TAMBOUR  
TOTAL ROPE ON DRUM (FT/M)

1 3000 (1361) 4.9 (1.5)

2 2320 (1052) 11.5 (3.5)

3 1890 (858) 19.3 (5.9)

4 1590 (720) 28.5 (8.7)

5 1380 (620) 40.0 (12.2)

LDG3000AI

 MOTEUR / MOTOR 1.2HP / 0.9KW, 12 VDC

TRACTION DE LIGNE / RATED LINE PULL 3000 LBS (1361 KG)

DIMENSION TOTAL / OVERALL DIMENSIONS 294.5 X 103.5 X 107 MM

ENGRENAGE TRAIN / GEAR TRAIN DIFFÉRENTIEL PLANÉTAIRE  
DIFFERENTIAL PLANETARY

ENGRENAGE RATIO / GEAR RATIO 153 : 1

DIMENSION TAMBOUR / DRUM SIZE 31,75 MM (DIA.) X 74 MM

ACTION FREIN / BRAKING ACTION DYNAMIQUE / DYNAMIC

CÂBLE / CABLE 4,8 MM (DIA.) X 12,2M


